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GENERAL

Technical data

• Nominal sizes: - DN 100 – DN 400

• Flange sizes: - DIN 2501 PN10
− ANSI B 16.5, Class 150 lbs

• Operation: - manual
− pneumatical
− hydraulic
− electromotive
− option

automatic motion including linear positioner
Explosion proof

• Temperature: - -20°C up to +270°C
Depending on sealing material and housing construction

• Pressure test: - - body and seat as per DIN 3230-3-Group B, leakage rate 1

Design:

as per ATEX 94/9/EG – DGRL 97/23/EG and AD 200

Available materials:

• Body: - Aluminium LM16
− Cast iron CI
− 17CrMo55
− Stainless steel SS304/SS316
− Special materials on request

• Gate: - Stainless steel grade 304, 316, 316L
− Special materials and coating

on request

- EPDM up to 130°C
- FKM (Viton) 200°C
- MVQ 180°C
- MVQ-H 300°C

• Sealing:

max. 150°C, max. 2 bar g
max. 200°C, max. 2 bar g
max. 200°C, max. 6 bar g
max. 200°C, max. 6 bar g



Noordervaartdijk 3 		  Postbus 189
1561 PS Krommenie		  1620 AD Hoorn 
T 0229 820236		  K.v.K. 51608251
F 0229 820237		  BTW.nr. NL187520926B01
www.leblansch.com		  info@leblansch.com

LeBlansch
Bulkhandling Equipment

S C HÜ TTE  S W ING  V AL V E
T Y P E  K U - H P + P A M

- in- and outlet valve
of vacuum dryers
and hyperbaric filter
systems, pressure
pot inlet and
everywhere were
differential pressure
rates have to be
handed

• Bulk material: - dry and free
flowable bulk solids, free flowable powder, granulate, fluids,
chemicals

• features: - single part casting with gate working inside the housing
− long operating life of inlet sealing because of

non-contact during opening
− perfect cutting of free bulk solids
− short closure- and opening times = 1 sec.

· max. pressure:
− max 6 bar
− vacuum tight (absolute vacuum)

at high switching cycle (1 Mio)

GENERAL

Properties

• Usage:
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DN Flange Ø D Ø k Ø d4 n x d2
Inlet

n x d2
Outlet

b ~A ~B ~C E F G H H1 J

PN10 340 295 268 8xM20 8xØ22
200 20 990 620 700 180 200 200 280 350 420

ANSI 342,9 298,4 269,7 8xØ7/8" 8xØ22,4
PN10 395 350 320 12xM20 12xØ22

250 22 1060 725 740 176 250 240 300 370 490
ANSI 406,4 361,9 323,9 12xØ7/8" 12xØ25,4
PN10 445 400 370 12xM20 12xØ22

300 22 1190 850 810 200 300 280 335 380 580
ANSI 482,6 431,8 381 12xØ7/8" 12xØ25,4
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DATA SH EET

Electropneumatical operated

DN weight (kg)
200 115

250 148

300 215
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Part Description
1 Housing –top
2 Housing – bottom
3 Supporting ring (Standard)
4 Supporting bolts for supporting ring
5 Jam nuts
6 Slide blade
7 Axle
8 O-Section ring
9 Shaft sealing ring
10 Ball bearing
11 Slotted nut

Part Description
12 O-Section ring
13 Squeering ring
14 Ring sealing PRESSAIRMATIC (PAM)
15 Blow bolt
15a O-Section ring
16 PAM-Connection
17 Operating lever
20 Hexagon head bolt
21 Snap ring
22 Hexagon head nut




